voltage (90-264VAC)

2-pin IEC 320

Europe or US standards
Exchangeable DC plugs

Charging 4 cells in series

3-step charge control with timer

Switch mode charger with universal input

Complies with medical std (EN 60601)
UL approved (UL-2601-1)

Mounting bracket available

Mains cord and AC plugs supplied to suit UK,

EN60601-1, EN60950,

(automatically resettable fuse protects
charger against wrong polarity)

Input Voltage AC 90-264V Electrical Safety EN60335-2.29, UL-2601-1
. Batt.clips, push-on, DC
Max Output Power 40W Output Terminals connector
Efficiency (@100% load) 81% Mains Connection 2 pin IEC 320 connector
Charge Control
Charge Current 2.0A EMC Standards EN 60601.1.2
Charge Voltage 16.8V Medical
Emission EN 61000-6-3
Charge Start Vbat< 16.0V + 0.15V : it EN 61000-6-1
(or mains turned on) mmunity e
Line Frequency 47-63 Hz Timer 4h + 30%
Temperature Range -10°C to +40°C Indication Orange
- (constant current, boost)
Ripple <100mV p-p Yellow
Switch Frequency (approx) 45kHz (C(-:‘onstant voltage, timer)
reen
Insulation Class Il (charge termination)
I&?Sikoar?ﬁeigéaem with mains <200 uA Dimensions (LxWxH) 107 x 67 x 36.5 mm
Protection _ Weight 2509
Mains fuse

Charges ABSL Batteries

430990; 430992; 430993

No warranty or guarantee is given in regard to the contents of this data sheet which has been prepared exclusively for the purposes of illustration and general explanation only and should under no circumstances be referred to as a specification sheet



